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avanCONDUCTIVE is a very effective solution to provide electrically conductive

properties to all types of coatings and paints based on water and solvent base. The additive 

comes in the form of an easily dispersed wet powder in all types of resins and paints, which 

avoids the typical problems of using powdery powders, reducing dirt and increasing 

dispersion. 

Main characteristics of avanCONDUCTIVE:

- Permanent electrical conductor

- Wet black powder.

- Does not modify the original properties of the matrix.

- It is not toxic.

- Black color

Available grades 

avanCONDUCTIVE 334 (solvent based resins) is presented as a black solid

specifically designed for its correct dispersion in all types of matrices, solvent base, 

such as epoxy, acrylic, vinyl, polyurethane, etc. 

avanCONDUCTIVE 212 (aqueous resins) It is presented as a black solid specifically

designed for its correct dispersion in all types of matrices, aqueous base. such as epoxy, 

acrylic, vinyl, polyurethane, etc. 

Both solutions are easily integrated into each type of resin, the necessary doses are 

between 1.5 and 4% to obtain conductive results with resistivities between 10 KΩ and 200 

Ω. The dose is strongly influenced by the dispersion system used. The better dispersions, 

smaller quantities of product will be necessary. 
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Typical range of resistivities according to ESD Standard standards - EN 61340 (electronics) 

and EN ISO 20344-20347 (safety footwear). 

 

Typical behavior over time of the different types of antistatic / conductive additives available 

in the market. avanCONDUCTIVE would be framed among the carbon black of the 

following representation: 

 

 Format 
Materials that can 

be incorporated  

Base 

avanCONDUCTIVE 

334 

Solid (black) 
Epoxy, acrylic, vinyl, 

PU 

Solvent 

avanCONDUCTIVE 

212 
Solid (black) 

Epoxy, acrylic, vinyl, 

PU 

Aqueous 
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STORAGE INSTRUCTIONS  

avanCONDUCTIVE It is sold packaged in boxes of 20 kg. 

This product can be stored in its original packaging, unopened, for at least 24 months without 

any loss in its properties. 

ADDITIONAL INFORMATION 

It is highly recommended to perform previous tests to determine the ideal concentration of 

avanCONDUCTIVE that is required to achieve the needs set as a goal. 

Please read the product safety data sheet carefully before using and follow the rules and 

instructions. 

For more information contact AVANZARE Innovación Tecnológica SL: Phone: +34 

941587027, sales@avanzare.es 
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